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ri TECHNICAL DATA 
The pressure and flow can be adjusted between the values listed below. 

Performance 

Working pressure 

Max. free air delivery (1) 

-bar(g) 

psi (g) 

m3/min 

Vsec 

cfm 

Max. ambient temperature ºC 

Min. starting temperatura/ (cold start aid) ºC 

Engine 

Model 

Number of cylinders 

Output at rated speed 

Nominal speed 

Unload speed 

Capacity 

Engine oil 

Compressor oil 

Fuel tank capacity 

Noise level 

Sound pressure level (LpA) at 7m 

Dimensions and weight 

Length. inc fixed towbar 

Width 

Height 

Weight 

°S OPTIONS 

-

XAHS 108 

7-12 

100-175 

5.2 

86 

182 

45 

• Towing eyes (DIN, ITA. NATO, BNA. ball coupling 

and loase ball coupling) 

• Jockey wheel or leg support 

• Road light system 

• Wheel chocks 

• Ouality air equipment 

- Aftercooler 

- WSD 

- Bypass valve 

(1) Guaranteed according to IS01217 ed. 3 1996 annex D. 

XATS138 XATS186 

7-10,3 7-10 

100-150 100-150 

5,5-7,0 9.8-11.4 

117 190 

189-250 345-402 

45 50 

• Special application equipment 

- lnlet shut down valve 

- Spark arrester 

• Cold start 

• Safety cartridge 

• Metal filler neck 

XAVS186 

7-14 

100-205 

10,1-11.4 

190 

358-402 

50 

• Special colors upan request (depending on volume) 
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Ageysha
Resaltado


